
INSTRUCTION SHEET IS174M-2

FITTING INSTRUCTIONS FOR A NISSAN NAVARA D40 (SPAIN BUILT)
ALSO FITS: NISSAN PATHFINDER R51
RYCO CABIN AIR FILTER RCA174M

The cabin air filter is located behind the glove box on
the passenger side. Please follow these instructions
to replace the element. 

The cabin air filter is located behind the glove box on
the passenger side. Please follow these instructions
to replace the element. 

Open the glove box. With both hands positioned
in both upper corners of the compartment just
above the arrow on the picture, apply some force
in the arrow direction to unhinge the compartment
retaining lugs. Once that is done it will drop completely.

Open the glove box. With both hands positioned
in both upper corners of the compartment just
above the arrow on the picture, apply some force
in the arrow direction to unhinge the compartment
retaining lugs. Once that is done it will drop completely.

With the glove box compartment completeley
dropped open, the cabin air filter housing will
be highly visible. 

With the glove box compartment completeley
dropped open, the cabin air filter housing will
be highly visible. 

Undo the bolt securing the housing lid and remove.Undo the bolt securing the housing lid and remove.

Now that the lid is out of the way the filter can be 
accessed and removed slowly as there will 
possibly be a fair amount of loose debris that 
could drop onto the surroundings.

Now that the lid is out of the way the filter can be 
accessed and removed slowly as there will 
possibly be a fair amount of loose debris that 
could drop onto the surroundings.

The housing being empty is a good oportunity to 
clean around before fitting in the new cabin air filter. 
Once all cleaned, fit the new cabin air filter in the air 
flow direction (see side of filter for reference) and 
refit all components in reverse order.
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Once all cleaned, fit the new cabin air filter in the air 
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